


CONSTRUCTION

Frame: Correctional powder coated steel structural frame
Windows: Unbreakable polycarbonate, 2H scratch resistance, UL 94 v-0 flammability
Soundproofing: Durafelt™ (correctional grade, rip, scratch, & tear resistant, ASTM E84 flammability)

Door: 36” wide, left hand or right handed. Non removable hinges steel encasement with
polycarbonate window, acoustical sealed with gasket, latching handle (optional locking handle

Side Panels: Removable HPL plywood panels with security bolts.
Countertop: Heavy duty powder coated steel frame bolted to main frame. Locking access daor with
2 cam locks. Concealed power/data outlets inside. Optional sitting or standing height.

Type: 2 LED lights

Color Temperature: Adjustable I UL 962 Overall Product Certification

S between 3000K-5000K %, Fireshield™ Fire Suppression option
Led  Tamper Resistant: Polycarbonate <+ * " (optional)
Lighting Security covers FireShield™
System

i< R
.. Designed for maximum air circulation
= while maintaining soundproofing.
330 CFM (Cubic feet per minute.
471ACH (air changes per hour)

QuietFlow™
Ventilation

.

e q b o Voltage: 110-120 volts Amps: 2-3amps
SO et 10 AT S O Plug and Play: Power cord C13 8ft standard

Minimum exposed bolts, security —— (3ft-10ft cord available)
Tamper fasteners for all exposed bolts. Power & Hardwired: Optional
Resistant DELS] :

WARRANTIES

3 year overall warranty. ‘ ¥ Correctional, rip, scratch & impact
(see warranty statement for

full details and any exclusions.) for lifetime of product.

resistant. Free replacement panels







TECHNICAL DRAWINGS
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For additional information, email us at in us or visit us at spacewor






